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ADAPTIVE ANTENNA FEEDING AND
METHOD FOR OPTIMIZING THE DESIGN
THEREOF

CROSS REFERENCE TO RELATED
APPLICATION

This application is based upon and claims priority from
co-pending U.S. Provisional Patent Application Ser. No.
61/823,223 entitled “PLANAR ANTENNA SYSTEM” filed
with the U.S. Patent and Trademark Office on May 14, 2013,
by the inventors herein, the specification of which is incorpo-
rated herein by reference.

FIELD OF THE INVENTION

The present invention relates to antenna systems and meth-
ods. More particularly, the present invention relates to
antenna feeding systems to feed antennas made of resistive
materials and antenna feeding design and manufacturing
methods for overcoming adverse effects caused by losses in
such resistive materials.

BACKGROUND OF THE INVENTION

A number of resistive sheet or resistive layer antenna
designs and systems exist within various industries for pro-
viding a partly conductive and at the same time optically
transparent layer of material for multiple applications. An
antenna feeding mechanism is associated with each of these
antenna systems. The sheet resistivity and the light transpar-
ency of the resistive sheet are the key factors that determine
the implementation of a resistive sheet antenna. In general, an
antenna made of a resistive transparent sheet, such as Indium
tin oxide, experience losses several orders of magnitude
larger than an antenna made of a conductive material such as
copper or silver. Therefore, antennas are primarily made of a
conductive material, if possible. However, conductive mate-
rials are opaque to light. As a result, in certain applications
requiring the use of a transparent antenna, a conductive mate-
rial cannot be used.

In recent years, the demand for transparent antennas has
increasingly grown for touchscreen, mobile platform, and
automobile applications. In particular, the implementation of
antennas, made of a transparent conductive layer, on the
display window of a portable communication device have
been addressed in the prior art, as described in U.S. Pat. No.
7,983,721 to Ding et al., the specification of which is incor-
porated herein by reference in its entirety. However, these
efforts have faced certain challenges and limitations. Particu-
larly, attempts made to provide an antenna design sufficiently
transparent to light and at the same time capable of perform-
ing at radiation efficiency levels set up by industry standards
have not been successful. A major challenge is that as the
sheet resistivity of a resistive sheet decreases, making the
resistive sheet more conductive, the optical transparency of
the resistive sheet decreases. Likewise, as the sheet resistivity
increases, the power dissipated as heat as a result of currents
flowing on the resistive sheet increases too. Accordingly, the
radiated power and the radiation efficiency of the resistive
sheet are reduced, making it very challenging for resistive
sheet antennas to meet radiation efficiency industry stan-
dards.

As a result, a compromise is required between two con-
flicting goals. Firstly, making the resistive sheet as conductive
as possible, which means less transparent; and secondly,
making the antenna more optically transparent, which means
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2

amore resistive sheet having a larger sheet resistivity. Current
technology offers optically transparent resistive sheets hav-
ing a sheet resistivity larger than 10 Ohms per square. How-
ever, for these values of sheet resistivity, standard design
techniques used for antennas made of conductive materials
notably fail.

The antenna feeding mechanism plays a crucial role in the
overall radiation efficiency of the feeding-antenna system.
Typically, standard feeding design techniques will enable the
excitation of radiofrequency (RF) currents on the resistive
sheet antenna at the expense of significant power losses. Two
key reasons account for these losses: first, usually there are
large concentrations of RF currents on the resistive sheet at
the transitioning area between the transmission line used to
feed the antenna and the resistive sheet antenna; and second,
the non-uniform distribution of RF current densities excited
on the resistive sheet. In general, the amount of power losses
significantly increases as the sheet resistivity increases.

Moreover, in placing an antenna or a feeding mechanism
close to conductive or resistive materials, electromagnetic
coupling between the antenna and these materials also con-
tributes to power losses that decrease the effective radiated
power at a system level. In most touchscreen and mobile
platform applications, the antenna-feeding system is sur-
rounded by a number of conductive and resistive materials
that must be considered, especially when designing an
antenna using resistive sheets, to maximize the overall radi-
ated power. Accordingly, manufacturers intending to use a
resistive sheet on the touchscreen area as an antenna experi-
ence either an unacceptable reduction in radiation efficiency
or an unacceptable performance of the touchscreen. This
leads manufacturers to implementation of antenna systems
that are costly, aesthetically unappealing, or more impor-
tantly, highly inefficient.

Previous efforts have been made to develop a method of
improving the radiation efficiency of antennas made of trans-
parent resistive sheet, as described in U.S. Pat. No. 7,233,296
to Song, et al., the specification of which is incorporated
herein by reference in its entirety. However, this method is
primarily aimed at determining values for current density
over the surface of the resistive sheet to identify regions
having concentrated flow of currents. Then the antenna effi-
ciency is improved by increasing the conductivity in such
areas of high current concentration.

The method described in the patent to Song et al., has also
faced severe challenges and limitations. In particular, the
resulting resistive layer will not be optically homogeneous. In
other words, there will be areas of the resistive layer having
darker spots resulting from the increased conductivity. Thus,
although the resistive layers may meet optical transparency
functional requirements, the resistive layer will not be aes-
thetically appealing. Furthermore, the manufacturing process
used to provide different regions with different conductivity
increases costs. Moreover, and more importantly, the areas of
high-current concentration will vary depending on the type of
application, the user operation, and the surrounding areas to
the resistive sheet. Accordingly, small areas of higher con-
ductivity on the resistive sheet may not cover a shift of the
high-current spots. Alternatively, increasing the size of the
areas of higher conductivity (darker areas) on the resistive
sheet may further compromise the aesthetics and the optical
transparency of the resistive sheet.

Furthermore, Bayram et al., as described in copending and
co-owned U.S. patent application Ser. No. 14/252,975 titled
“Antenna and Method for Optimizing the Design Thereof”
(the specification of which is incorporated herein by refer-
ence in its entirety), have disclosed an approach for improv-



US 9,413,059 B2

3

ing the radiation efficiency of a resistive sheet antenna, based
on the topology design of the resistive sheet. In this approach,
the radiation efficiency of the antenna is primarily increased
by either reducing or preventing RF current “hot spots™ and
“pinch points” flowing on the resistive sheet. While this
approach is effective in reducing or preventing high concen-
trations of RF currents, once they are flowing on the resistive
sheet, a major limitation may result where the feeding mecha-
nism is based on standard feeding designs. As a result, this
approach is not able to prevent the non-uniform distribution
of RF current densities and large concentrations of RF cur-
rents on the resistive sheet at the transitioning area between
the transmission line used to feed the antenna and the resistive
sheet antenna. Thus, even if the radiation efficiency of the
antenna is improved, the power losses at the feeding transi-
tioning area may result in an overall efficiency of the feeding-
antenna system that is unacceptable to meet industry stan-
dards.

An RF current “hot spot” is characterized by a region of a
material wherein a concentration of RF current is present
having significantly larger current levels as compared to other
regions having a more uniform current distribution and lower
current levels. In particular, for a resistive sheet, a “hot spot”
region dissipates a substantial amount of power as heat, sig-
nificantly reducing the amount of radiated power.

Likewise, an RF current “pinch point” is characterized by
a region of a material wherein the physical configuration of
the material forces the RF current to converge creating high
concentration of current levels. Thus, a narrow region of a
material will have larger current densities as compared to a
wider region of the same material. Accordingly, a “pinch
point” in a resistive material will result in a substantial
amount of power dissipated as heat, significantly reducing the
amount of radiated power. Therefore, for a resistive sheet to
be able to radiate power and operate as an antenna, it is as
critical to avoid RF current “hot spots™ and “pinch points™ at
both the feeding transitioning area and on the resistive sheet.

A way to address the disadvantages of the efforts attempted
by the prior art is to design a feeding mechanism adapted to
the topology of the resistive sheet antenna. This would make
it possible to increase the radiation efficiency of the overall
feeding-antenna system by identifying and mitigating or
eliminating the sources of losses experienced both at the
feeding transitioning area and as current flows on the resistive
sheet. In particular, a feeding topology may be designed to
uniformly distribute RF currents on the topology of the resis-
tive sheet that prevent RF current “hot spots” and “pinch
points,” resulting in substantial increase of radiation effi-
ciency.

Currently, there is no well-established method of determin-
istically creating a topology configuration of a feeding
mechanism that adapts to the topology of a resistive sheet
antenna, to optimize the radiation efficiency of the feeding-
antenna system, especially for resistive sheets having a sheet
resistivity greater than 10 Ohms per square.

Thus, there remains a need in the art for antenna feeding
systems and methods to feed resistive sheet antennas that are
capable of operating at radiation efficiencies that avoid the
problems of prior art systems and methods.

SUMMARY OF THE INVENTION

An antenna feeding system and method of optimizing the
design of the feeding system to feed an antenna made of a
resistive sheet, or equivalently a resistive layer, is disclosed
herein. One or more aspects of exemplary embodiments pro-
vide advantages while avoiding disadvantages of the prior art.
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The system and method are operative to design a topology of
the antenna feeding system to adapt to a topology of the
resistive sheet antenna to mitigate the adverse effects caused
by the inherent losses of resistive sheets while operating as
antennas. The system is designed to reduce a convergence of
RF currents that may create a localized high density current
concentration, such as “hot spots” and “pinch points,” on the
resistive sheet, by a sufficient extent so as to prevent power
losses that substantially decrease the radiation efficiency of
the antenna as compared with antennas using feeding systems
designed following traditional design techniques.

The overall radiation efficiency of the resistive sheet
antenna-feeding system depends not only on the topology of
the resistive sheet antenna but also on how efficiently the
feeding system is able to excite RF currents on the antenna.
An antenna feeding system designed according to the method
described herein is able to uniformly distribute the currents
that flow from the feeding system into the resistive sheet
antenna, reducing the power dissipated as heat. Accordingly,
more power is radiated by the resistive sheet, improving the
radiation efficiency of the antenna.

An antenna topology that provides wide areas and smooth
edges wherein current flows to yield a more uniform current
density distribution, by preventing localized high density cur-
rent concentration, on the resistive sheet may result in a
substantially higher antenna radiation efficiency. In particu-
lar, wide areas of the resistive sheet contribute to prevent RF
current “pinch points,” while smooth edges contribute to
avoid RF current “hot spots,” especially at contracted, corner,
junction, bend, peripheral, or sharp regions of said resistive
sheet, where significant RF power is dissipated as heat instead
of being radiated.

Therefore, to substantially increase the radiation efficiency
of'the resistive sheet antenna-feeding system, it is critical for
the antenna feeding system to meet two requirements: first, to
be able to excite RF currents that flow uniformly distributed
on the resistive sheet; and second, to prevent localized high
current density concentrations at the feeding area. An antenna
feeding system designed according to the method described
herein is able to meet these two requirements by adapting the
topology of the feeding system to that of the resistive sheet
antenna. In addition, this topology adaptation may take into
consideration the input impedance matching between the
antenna and the transmission line feeding the antenna, which
is also a key factor impacting the radiation efficiency of any
antenna.

The determination of the topology configuration of the
antenna feeding system is based on the physical dimensions
of the design of the resistive sheet antenna. Specifically, the
area of the antenna feeding system in which the RF currents
flow, to be able to excite the resistive sheet, is disposed such
that said area is within a contour defined by the periphery of
the topology of the resistive sheet antenna. In addition, the
topology of the feeding system provides wide areas and
smooth edges to prevent “hot spots” and “pinch points” on the
resistive sheet at the feeding area. Moreover, the topology of
the feeding system transitions into the specific transmission
line feeding the antenna to provide a proper impedance
matching.

The method to design an adaptive feeding system to feed a
resistive sheet antenna that results in a significantly higher
radiation efficiency as compared to standard techniques
includes the step of determining an initial topology of the
antenna feeding system having an area, in which the RF
currents flow, that is smaller than the area defined by the
periphery of the topology of the resistive sheet antenna. The
method further includes the steps of coupling the antenna
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feeding to the resistive sheet antenna and adapting the initial
topology of the antenna feeding, through alternative topology
designs, to enable the excitation of RF currents that flow as
uniformly as possible over the resistive sheet antenna, reduc-
ing RF current “hot spots” and RF current “pinch points.” The
method further includes the step of selecting the feeding
transitioning topology most suitable to the transmission line
to be used for the intended application of said antenna, in
terms of performance or other predetermined criteria.

By significantly reducing the losses caused by currents
flowing over a resistive sheet by means of determining a
suitable topology of the antenna feeding system and by
increasing the uniform distribution of the current density
flowing on the resistive sheet, the adaptive antenna feeding
system and method are able to provide outcomes that signifi-
cantly increase the radiation efficiency of the resistive sheet
antenna-feeding system, as compared to designs using stan-
dard techniques. This increase in radiation efficiency may be
multiple times larger, resulting in designs that meet or exceed
challenging industry standards, in terms of antenna radiation
performance and optical transparency, for a resistive sheet
antenna.

BRIEF DESCRIPTION OF THE DRAWINGS

The numerous advantages of the present invention may be
better understood by those skilled in the art by reference to the
accompanying drawings in which:

FIG. 1 shows an exemplary embodiment of a planar, semi-
elliptical adaptive feeding system used to feed a semi-ellip-
tical resistive sheet antenna.

FIG. 2 shows a graph of antenna radiation efficiency, as a
function of frequency, of a resistive sheet antenna having a 25
Ohm per square sheet resistivity for different feeding mecha-
nisms.

FIG. 3 shows a graph of antenna radiation efficiency, as a
function of frequency, of a resistive sheet antenna having an
adaptive feeding antenna system for different values of sheet
resistivity.

FIG. 4 shows an adaptive feeding system used to feed a
two-element semi-elliptical resistive sheet antenna, in accor-
dance with another exemplary embodiment.

FIG. 5 shows an adaptive feeding system using a coplanar
waveguide implemented on a flexible substrate, in accor-
dance with another exemplary embodiment.

FIG. 6 shows an electronic device implemented on a flex-
ible substrate.

FIG. 7 shows a multilayer structure showing an arrange-
ment of multiple antennas at different layers for various appli-
cations.

FIG. 8 shows a schematic view of a method for designing
an adaptive feeding system to feed a resistive sheet antenna.

DESCRIPTION

The following description is of one or more aspects of the
invention, set out to enable one to practice an implementation
of the invention, and is not intended to any specific embodi-
ment, but to serve as a particular example thereof. Those
skilled in the art should appreciate that they may readily use
the conception and specific embodiments disclosed as a basis
for modifying or designing other methods and systems for
carrying out the same purposes of the present invention.
Those skilled in the art should also realize that such equiva-
lent assemblies do not depart from the spirit and scope of the
invention in its broadest form.
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FIG. 1 shows an exemplary configuration of an antenna-
feeding system 10, in accordance with aspects of an embodi-
ment of the invention, comprising a planar antenna element
12, a coplanar waveguide 14, and a feeding coupling element
19. Antenna element 12 comprises a resistive layer, consisting
of an Indium tin oxide-based film. The topology of antenna
element 12 has a semi-elliptical configuration, comprising a
first edge 15, primarily having a linear shape, and a second
edge 18, having an elliptical shape. Second edge 18 is ellip-
tically shaped according to an ellipse with a major axis of 20
mm, parallel to first edge 15, and a major-to-minor axes ratio
of'1.05. Accordingly, first edge 15 and second edge 18 join at
two regions defining corners 13« and 135 of antenna element
12. Moreover, each corner 13a, 135 of antenna element 12 is
shaped to follow an elliptical shape according to an ellipse of
major axis 2.2 mm and a major-to-minor axes ratio of 1.05.

Coplanar waveguide 14 is implemented by means of a thin
layer of conductive feed line 20 and a ground plane structure
formed by two thin layers of 8-mm wide by 13-mm long
rectangular sections made of conductive material, 16a and
165, disposed on each side of feed line 20 at a distance of
about 1.1 mm from feed line 20. Conductive feed line 20 has
a rectangular shape, having a width of approximately 3 mm
and a length of about 15 mm, and comprises a first end 17
opposite antenna element 12 and a second end 21 proximate
to antenna element 12. Conductive feed line 20 transitions
into feeding coupling element 19 at second end 21, wherein
antenna element 12 adjoins feed line 20 of coplanar
waveguide 14.

Ground plane sections 16a and 165 are disposed coplanar
with and generally parallel to feed line 20 of coplanar
waveguide 14.

First end 17 of feed line 20 is electrically connected,
directly or indirectly, to a receiver (not shown) or a transmitter
(not shown). Also, first end 17 of feed line 20 is aligned with
each end of ground plane sections 16a and 165 opposing
second end 21 of feed line 20. Therefore, feed line 20 extends
by 2 mm from each end of ground plane sections 164 and 165
proximate to second end 21 of feed line 20. In other words,
there is a gap of at least 2 mm between ground plane sections
16a and 165 and antenna element 12.

Second end 21 of feed line 20 is electrically connected to
feeding coupling element 19. Feeding coupling element 19
transitions the feeding mechanism of antenna element 12
from a rectangular configuration of second end 21 of feed line
20 to a semielliptical configuration to adapt to the topology of
antenna element 12. Thus, the topology of feeding coupling
element 19 has a semi-elliptical configuration, comprising a
first edge 22, primarily having a linear shape, and a second
edge 23, having an elliptical shape. Second edge 23 of feeding
coupling element 19 is elliptically shaped according to the
topology of antenna element 12 following an ellipse with a
major axis of 20 mm and a major-to-minor axes ratio of 1.15.

An area within the peripheral boundary defined by the
topology of antenna element 12 fully overlaps with an area
within the peripheral boundary defined by the topology of
feeding coupling element 19. In general, the area defined by
feeding coupling element 19 is smaller than the area defined
by antenna element 12 such that second end 21 is within the
peripheral boundary of antenna element 12. In the configu-
ration shown in FIG. 1, feeding coupling element 19 extends
1 mm from second end 21 of feeding line 20 into antenna
element 12. Feeding coupling element 19 physically and elec-
trically couples with antenna element 12. Antenna element 12
attaches to feeding coupling element 19 over the overlapping
region by means of a conductive adhesive. Alternatively,
feeding coupling element 19 may -electromagnetically
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couple, i.e., connect capacitively or inductively, to antenna
element 12. Furthermore, feeding coupling element 19 may
attach to antenna element 12 by means of soldering or any
other conductive material.

In particular, feeding coupling element 19 is designed
adaptively to the topology of antenna element 12 to smoothly
transition RF currents carried by feed line 20 into antenna
element 12 or carried by antenna element 12 into feed line 20.
Likewise, the adaptive design of feeding coupling element 19
enables a more uniform flow of RF currents over as much area
as possible of antenna element 12, while preventing RF cur-
rent “pinch points™ or “hot spots,” within the limitations of an
intended application for antenna-feeding system 10. As a
result a significantly higher antenna radiation efficiency may
be achieved as compared to antenna-feeding systems using
standard feeding designs.

Those skilled in the art will recognize that antenna element
12 and coplanar waveguide 14 may be disposed coplanar or
non-coplanar either on the same or different rigid or flexible
substrates. Similarly, ground plane sections 16a and 165 of
coplanar waveguide 14 may have different shapes and dimen-
sions. Also, the topology of antenna element 12 may take on
a geometrical configuration other than semi-elliptical. Corre-
spondingly, feeding coupling element 19 may be configured
to adapt to the topology of antenna element 12.

Likewise, those skilled in the art will realize that in
instances wherein RF currents are of negligible value in a
region or regions of antenna element 12 or feeding coupling
element 19, feeding coupling element 19 does not need to be
designed adaptively to the topology of antenna element 12 to
smoothly transition RF currents carried by feed line 20 into
antenna element 12 or carried by antenna element 12 into feed
line 20. In these instances, the region or regions of antenna
element 12 or feeding coupling element 19 wherein RF cur-
rents are of negligible value can be removed without affecting
performance of antenna system 10.

FIG. 2 shows a graph of antenna radiation efficiency, as a
function of frequency, calculated by a well-known and com-
mercially available electromagnetic software (Ansys-HFSS),
corresponding to the configuration shown in FIG. 1, wherein
antenna element 12 is made of a resistive sheet having a 25
Ohm per square sheet resistivity, for three different feeding
mechanisms. Coplanar waveguide 14 and antenna element 12
are both disposed on top of a 280x174 mm glass substrate of
0.55-mm thickness, having a relative permittivity of 7 and a
loss tangent of 0.01. In this configuration, antenna-feeding
system 10 is intended to operate at a frequency of approxi-
mately 5.25 GHz.

The results of a first feeding mechanism, corresponding to
feeding coupling element 19 adapted to the topology of
antenna element 12, are shown in curve 24, represented in
FIG. 2 by a solid line with a circle marker. These results show
that at 5.25 GHz frequency, the radiation efficiency of
antenna-feeding system 10 is about 70%.

The results of a second feeding mechanism, corresponding
to a feeding coupling element overlapping, but not adapted, to
the topology of antenna element 12, are shown in curve 26,
represented in FIG. 2 by a dot-dashed line with a triangle
marker. These results show that at 5.25 GHz frequency, the
radiation efficiency of antenna-feeding system 10 is approxi-
mately 63%. In this configuration, the feeding coupling ele-
ment has the same rectangular shape as feed line 20, and acts
as an extension of feed line 20, overlapping by 1 mm into
antenna element 12. These results show that at 525 GHz
frequency, the radiation efficiency of the antenna-feeding
system is approximately 63%.
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The results of a third feeding mechanism, corresponding to
a feed line 20 physically touching and electrically connected
to second edge 18 of antenna element 12, are shown in curve
28, represented in FIG. 2 by a dashed line with a square
marker. In this configuration, there is no feeding coupling
element overlapping or adapted to the topology of antenna
element 12. These results show that at 5.25 GHz frequency,
the radiation efficiency of the antenna-feeding system is
approximately 46%. This configuration is representative of
traditional design techniques to feed an antenna.

The results shown in FIG. 2 are indicative that an adaptive
feeding coupling element 19, overlapping antenna element
12, results in a significantly higher radiation efficiency of
resistive antenna-feeding system 10, as compared to tradi-
tional feeding design techniques.

FIG. 3 shows a graph of antenna radiation efficiency, as a
function of frequency, calculated by a well-known and com-
mercially available electromagnetic software (Ansys-HFSS),
corresponding to the configuration shown in FIG. 1, wherein
antenna element 12 is made of a resistive sheet, for different
values of sheet resistivity. Coplanar waveguide 14 and
antenna element 12 are both disposed on top of a 280x174
mm glass substrate of 0.55-mm thickness, having a relative
permittivity of 7 and a loss tangent of 0.01. In this configu-
ration, antenna-feeding system 10 is intended to operate at a
frequency of approximately 5.25 GHz.

Particularly with reference to FIG. 3, a dotted line with a
solid-circle marker curve 32; a solid line with an empty-circle
marker curve 34; a dot-dashed line with a triangle marker
curve 36; and a dashed line with a square marker curve 38,
correspond to the simulated radiation efficiency of antenna-
feeding system 10 made of a material having a 10 pOhm per
square sheet resistivity, a 25-Ohm per square sheet resistivity,
a 36-Ohm per square sheet resistivity, and a 50-Ohm per
square sheet resistivity, respectively. This graph shows how
the radiation efficiency of antenna system 10 increases as the
sheet resistivity decreases. Also, FIG. 3 shows that the radia-
tion efficiency of antenna system 10 is significantly larger
(above 80%) when a material having a sheet resistivity of 10
nOhm per square is used. This value of sheet resistivity is
common for highly conductive materials, such as copper and
silver, at the range of frequency values indicated in FIG. 3.
However, for certain applications, including those involving
tablets, laptop computers or mobile phones, the use of a
resistive sheet material of up to 50-Ohm per square sheet
resistivity is required or preferred over the use of a highly
conductive material. In these cases, the use of antenna-feed-
ing systems with improved radiation efficiency may be the
only way to practically implement a solution.

FIG. 4 shows another exemplary configuration of an
antenna-feeding system in accordance with aspects an
embodiment of the present invention, comprising two identi-
cal, semi-elliptical antenna elements 12a and 125, a coplanar
waveguide 14, and two semi-elliptical feeding coupling ele-
ments 194 and 195. Antenna elements 12a and 125 are both
disposed on top of a 280x174 mm glass substrate 40 of
0.55-mm thickness, having a relative permittivity of 7 and a
loss tangent of 0.01. Coplanar waveguide 14 and feeding
coupling elements 19a and 195 are formed by thin layers of
conductive material disposed on a rigid or flexible substrate
23, as well known to those skilled in the art.

In this configuration, the ground plane structure of copla-
nar waveguide 14 is formed by two rectangular thin layers of
a conductive material 16a and 165 having different dimen-
sions with respect to one another, i.e., 10x14 mm and 10x30
mm, respectively. Antenna elements 12a¢ and 1256 are dis-
posed on glass substrate 40 such that midpoints 42a and 425
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along the semi-elliptical edge of antenna elements 124 and
1254, equidistant from the ends of linear edges 15a and 155,
respectively, are positioned at the same edge along the width
of glass substrate 40. Feeding coupling elements 194 and 195
overlap antenna elements 124 and 125, respectively, such that
midpoints 42¢ and 426 along the semi-elliptical edge of
antenna elements 12a and 125, equidistant from the ends of
linear edge 15a and 155, respectively, are positioned at a
distance of approximately 1 mm from linear edges 22a and
22b of feeding coupling elements 19a and 1956. The semi-
elliptical edge of antenna elements 12a and 125 is elliptically
shaped according to an ellipse with a major axis of approxi-
mately 9.2 mm, parallel to linear edge 154, 156 and a major-
to-minor axes ratio of 1.15.

Additionally, rectangular feed line 20, having dimensions
of 3x10.7 mm splits into two rectangular sections 20a and
205, with dimensions of 0.5x9.1 mm and 0.5x22.5 mm,
respectively, to allow feeding coupling element 194, 1956 to
physically and electrically connect to antenna element 12a,
1254, respectively. Feed line 20 is generally parallel to, and
separated 0.5 mm from, an edge of ground plane sections 16a
and 1654. Likewise, sections 20a and 205 are generally paral-
lel to, and separated about 0.2 mm from, an edge of ground
plane sections 164 and 165. A choice of a different length for
sections 20a and 205 of feed line 20 may help in designing an
antenna capable of operating at more than one frequency
band. The specific frequency bands of operation may be
adjusted by varying the lengths of sections 20a and 2056 of
feed line 20. In this configuration, a first intended frequency
band of operation ranges approximately between 2.2 GHz
and 2.5 GHz, and a second intended frequency band of opera-
tion ranges about between 5 GHz and 5.8 GHz.

Those skilled in the art will recognize that the configura-
tion shown in FIG. 4 may be implemented with sections 20a
and 2056 having the same length. Likewise, ground plane
sections 16a and 165 may have identical dimensions. Addi-
tionally, an input impedance performance of antenna ele-
ments 12 and 125 may be modified by varying the separation
between sections 20a and 205 and ground plane sections 164
and 165.

In certain applications, the location of antenna element 12
on an electronic device, such as a touchscreen, is strictly
limited to a small area on a given layer of such device. Theuse
of a flexible structure such as a flexible printed circuit (FPC)
offers an option to reduce the overall size occupied by
antenna-feeding system 10 on the space-limited layer of the
electronic device. FIG. 5 shows another exemplary configu-
ration in accordance with certain aspects of an embodiment in
which a coplanar waveguide feeding is implemented on a
flexible substrate 50, such as polyimide, as is well known to
those skilled in the art. The ground plane structure 16a, 165
and feed line 20 of coplanar waveguide 14 as well as feeding
coupling element 19 are formed by thin layers of conductive
material all disposed on flexible substrate 50 to facilitate a
spatial arrangement such that the region of layer 52 occupied
by antenna-feeding system 10 is approximately the same area
within the perimeter defined by the edges of antenna element
12. In other words, flexible substrate 50 can be bent in a way
that only feeding coupling element 19 is disposed on layer 52.
Alternatively, antenna element 12 can also be implemented
on flexible substrate 50 such that the entire antenna-feeding
system 10 is disposed on flexible substrate 50. This may be
advantageous for certain applications in terms of antenna
performance or a practical, low cost implementation.

FIG. 6 shows an electronic device 60 implemented on a
flexible substrate 62. Likewise, a terminal 64 for electrically
connecting to an external electronic device can be imple-
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mented on flexible substrate 62 at different locations and in
multiple numbers. Furthermore, a conductive trace 66 of
selectable length, width, and thickness can be implemented
on flexible substrate 62 at different locations and in multiple
numbers. Therefore, in another exemplary configuration, the
entire antenna-feeding system 10 in addition to a transmis-
sion line to electrically connect antenna-feeding system 10 to
a radio module or electronic system, including impedance
matching circuitry, an amplifier, an RF filter, a receiver, a
transmitter, a transceiver (transmitter and receiver) or a signal
processing module may also be implemented on flexible sub-
strate 62. Even further, a radio module or electronic system,
including impedance matching circuitry, an amplifier, an RF
filter, a receiver, a transmitter, a transceiver (transmitter and
receiver) or a signal processing module may be implemented
on flexible substrate 62 along with antenna-feeding system 10
and one or more transmission lines.

In yet another exemplary configuration in accordance with
certain aspects of an embodiment, FIG. 7 shows a plurality of
antennas disposed on a multiple layer structure 70, in which a
screen layer 72, such as a touch screen layer implemented on
an electronic device, is disposed on top of a first layer 74.
Likewise, first layer 74 is disposed on top of'a second layer 76,
and second layer 76 is disposed on top of a third layer 78.
Each of these layers 72, 74, 76, 78 may be made of a flexible
or rigid dielectric substrate that may, but does not need to, be
the same dielectric substrate used to make any other of said
layers. One or more antennas 84 may be disposed on first
layer 74. Similarly, one or more antennas 86 and 88 may be
disposed on second layer 76 and third layer 78, respectively.
Therefore, a plurality of antennas may be disposed on any
layer 74, 76, 78 of multilayer structure 70 to operate simul-
taneously. As a result, one antenna-feeding system 10 may be
disposed on any layer of multilayer structure 70. Moreover,
one antenna-feeding system 10 may be used to directly feed
one antenna and at the same time electromagnetically couple
to feed one or more antennas disposed on the same or at a
different layer of multilayer structure 70. Alternatively, more
than one antenna-feeding system 10 may be used on one or
more layers of multilayer structure 70.

Although in the configuration shown in FIG. 7 touch screen
layer 72 is positioned above all other layers 74, 76, 78 of
multilayer structure 70, those skilled in the art will recognize
that other configurations of multilayer structure 70 are pos-
sible, specifically wherein touch screen layer 72 is positioned
below all other layers 74, 76, 78 or in between any two of said
layers.

Each of the antennas 84, 86, 88 can be used for the same or
a different application and can be implemented by means of a
highly conductive material, such as copper or silver, or a
resistive material, such as Indium tin-oxide. FIG. 7 shows
only in an illustrative manner some of the potential applica-
tions of antennas 84 disposed on layer 74, for instance, Wi-Fi
multiple-input multiple-output (MIMO) applications. Simi-
larly, antennas 86, disposed on layer 76, may be used for
cellular 3G or 4G applications, and antennas 88, disposed on
layer 78 may be used for wireless energy harvesting applica-
tions. Those skilled in the art will recognize that many other
antenna applications are possible for antennas 84, 86, 88.

Typically, for a touch screen layer 72, an array of touch
sensors 82, made of a resistive material, are disposed on and
throughout most of the surface of layer 72. Touch sensors 82
may block or obstruct radio signals transmitted or received by
antennas 84, 86, 88, resulting in a degradation of performance
of said antennas. An option to overcome such performance
degradation is to create a geometrical pattern in touch screen
layer 72 by rearranging touch sensors 82 or alternatively
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deleting a portion of the resistive material disposed on touch
screen layer 72, such that the performance of touch screen
layer 72 is not significantly affected, to implement a fre-
quency selective surface on touch screen layer 72. A properly
designed frequency selective surface will allow radio signals
transmitted or received by antennas 84, 86, 88 to propagate
through layer 72 without severely affecting the performance
of the antennas.

In general, each layer 72, 74, 76, 78 is electrically isolated
from one another. However, the typical proximity between
any two of the layers is on the order of several hundred
microns, resulting in a potentially strong electromagnetic
coupling between conductive or resistive elements disposed
on any of the layers. Therefore, a number, location, distribu-
tion, and topology of antennas 84, 86, 88 may depend on each
specific application of the antennas, the material used to make
the antennas, and the structures surrounding the antennas.
Accordingly, one or more antenna-feeding systems may be
used on one or more layers of multilayer structure 70.

Those skilled in the art will realize that other methods of
implementing feed line 20 are possible. Thus, in addition to
using a coplanar waveguide, a microstrip line, a coplanar
stripline, a coaxial cable and its associated transition sections
to planar structures, a slot, and other types of transmission
lines known in the prior art may be used without departing
from the spirit and scope of the invention. Likewise, those
skilled in the art will recognize that feeding coupling element
19 may be implemented by using conductive adhesive, sol-
dering a conductive terminal, or other types of electromag-
netically-coupled feeding elements known in the prior art.

Alternatively, other forms of the configurations described
herein may include a resistive sheet antenna having a topol-
ogy with at least one smooth edge and at least one smooth
corner. In another configuration, the topology of the resistive
sheet antenna may be configured to reduce electromagnetic
coupling to other resistive or conductive materials. In yet
another configuration, the topology of the resistive sheet
antenna may be configured to have a shape as wide as pos-
sible, to have at least one region wide enough to avoid RF
current “pinch points.” Likewise, in any of the configurations
described herein, the antenna-feeding system may operate in
an elliptical polarization, including a generally linear polar-
ization and a generally circular polarization; in a single fre-
quency band or multiple frequency bands; and as part of a
single, diversity, multiple input multiple output (MIMO),
reconfigurable or beam forming network system.

Likewise, those skilled in the art will realize that one or
more components described in the different configurations of
antenna-feeding system 10 may be implemented by means of
a resistive film comprising a metal oxide compound, such as
tin oxide, disposed on a flexible or rigid substrate, or by
application of a resistive coating directly to a flexible or rigid
substrate or to a thin layer of a substrate such as polyethylene
terephthalate or polyimide to be disposed on a flexible or rigid
substrate.

Regarding each of the above-described configurations, a
method as depicted in FIG. 8 for designing an adaptive feed-
ing topology to feed a resistive sheet antenna, and for setting
up the feeding system dimensional and operational param-
eters, may be performed according to the following:

1. Atstep 810, determining an initial topology design of the
antenna feeding coupling element. In particular, the area of
the initial topology of the antenna feeding coupling element,
in which the RF currents of interest flow, must be smaller than
the area defined by the periphery of the topology of the
resistive sheet antenna.
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2. Next, at step 820, coupling the antenna feeding coupling
element to the resistive sheet antenna to enable the excitation
of RF currents, while avoiding RF current “hot spots” and RF
current “pinch points,” by increasing the uniform distribution
of RF currents flowing over the resistive sheet, at the frequen-
cies of interest.

3. Next, at step 830, adapting the topology of the antenna
feeding coupling element, through alternative topology
designs, to enable the excitation of RF currents that flow as
uniformly as possible over the resistive sheet antenna, to
reduce RF current “hot spots” and RF current “pinch points.”
This may include the implementation of one or more of the
following design considerations: increasing the coupling area
of the feeding coupling element and the resistive sheet
antenna wherein the currents flow, reducing the sheet resis-
tivity of the resistive sheet, and smoothing out the edges and
avoiding sharp corners of the feeding topology in regions
wherein the currents flow.

4. Next, at step 840, selecting the feeding topology most
suitable to transition from the antenna feeding coupling ele-
ment to the transmission line to be used for the intended
application of the antenna.

5. Next, at step 850, reducing as much as possible any
electromagnetic coupling between the antenna feeding sys-
tem and other materials within a radius of two wavelengths at
the lowest frequency of operation of the antenna in the
medium wherein the antenna is intended to operate. This may
include reconfiguring the topology of the antenna feeding
system.

6. Next at step 860, repeating steps 810 to 850, if necessary,
for other topologies of the antenna feeding system.

7. Last, at step 870, selecting the topology of the antenna
feeding system most suitable for the intended application of
the adaptive feeding-resistive sheet antenna, in terms of per-
formance or other predetermined criteria.

Those of ordinary skill in the art will recognize that the
steps above indicated can be correspondingly adjusted for
specific configurations and other constraints, including oper-
ating frequency band and bandwidth, radiation gain, polar-
ization, radiation efficiency, input impedance matching,
operational conditions, surrounding environment, available
area and location for implementation of the antenna and adap-
tive feeding system, method of antenna feeding, and type of
transmission line used for a given application.

Preferably, the uniformity of RF currents flowing over the
resistive sheet, RF current “hot spots,” RF current “pinch
points,” the electromagnetic coupling between two materials,
and other antenna performance parameters, including but not
limited to electromagnetic fields, radiation efficiency, cur-
rents, radiation gain, input impedance, and polarization are
determined by means of a computer-assisted simulation tool
and electromagnetic simulation software, such as Ansys-
HFSS commercial software or other methods well-known by
those skilled in the art.

Most preferably, a data processing and decision making
algorithm may be implemented to analyze parameters or cal-
culate a figure of merit of the adaptive feeding system perfor-
mance, including but not limited to electromagnetic fields,
transmission efficiency, radiation efficiency, currents, and
input impedance, to support or guide the adaptive antenna
feeding design process as described herein, as those skilled in
the art will realize. Alternatively, a figure of merit of the
antenna performance, including but not limited to electro-
magnetic fields, radiation efficiency, currents, radiation gain,
input impedance, and polarization, may be determined to
support or guide the adaptive antenna feeding design process
as described herein, as those skilled in the art will realize.
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The various embodiments have been described herein in an
illustrative manner, and it is to be understood that the termi-
nology used is intended to be in the nature of words of
description rather than of limitation. Any embodiment herein
disclosed may include one or more aspects of the other
embodiments. The exemplary embodiments were described
to explain some of the principles of the present invention so
that others skilled in the art may practice the invention. Obvi-
ously, many modifications and variations of the invention are
possible in light of the above teachings. The present invention
may be practiced otherwise than as specifically described
within the scope of the appended claims and their legal
equivalents.

We claim:

1. A feeding system to feed an antenna element, compris-
ing:

an antenna element;

a feeding coupling element attached to said antenna ele-

ment; and

a transmission line coupled to said feeding coupling ele-

ment;

wherein said feeding coupling element has a topology

defining a first peripheral boundary enclosing an area of
said feeding coupling element, wherein said antenna
element comprises a resistive layer comprising a metal
compound such that said resistive layer is partly electri-
cally conductive, wherein said antenna element has a
topology defining a second peripheral boundary enclos-
ing an area of said resistive layer, wherein said topology
of said feeding coupling element has at least one edge
having a smooth configuration and a shape according to
an elliptical function, and wherein said topology of said
feeding coupling element is adapted to said topology of
said antenna element to reduce a plurality of losses
caused by a current density flowing within said area of
said resistive layer, by a sufficient extent so as to enable
said antenna element to radiate an electromagnetic sig-
nal with a radiation efficiency of between approximately
10% and 90%; and wherein said topology of said feed-
ing coupling element is configured such that an input
impedance at said feeding coupling element substan-
tially matches an input impedance of said transmission
line coupled to said feeding coupling element.

2. The feeding system of claim 1, wherein said feeding
coupling element is adapted to be conformal to at least a
portion of said area of said antenna element.

3. The feeding system of claim 1, wherein said peripheral
boundary of said topology of said feeding coupling element
forms a shape that prevents radiofrequency current from con-
verging to create a localized high current concentration on
said resistive layer.

4. The feeding system of claim 1, wherein said feeding
coupling element comprises a resistive layer.

5. The feeding system of claim 1, wherein a portion of said
area of said resistive layer in which said current density flows
is larger than said area of said feeding coupling element.

6. The feeding system of claim 1, wherein a portion of said
area of said antenna element overlaps a portion of said area of
said feeding coupling element.

7. The feeding system of claim 1, further comprising a
substantially non-conductive substrate, wherein said feeding
system is at least partly disposed on said substrate.

8. The feeding system of claim 7, wherein said substrate is
substantially flexible.

9. The feeding system of claim 7, wherein at least one
electronic component is mounted on said substrate.
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10. The feeding system of claim 7, further comprising a
plurality of substantially non-conductive substrates, wherein
said feeding coupling element is coupled to a plurality of
antennas disposed on said plurality of substrates.

11. The feeding system of claim 1, wherein said feeding
coupling element is adapted to transition from a configuration
of said transmission line to said topology of said antenna
element.

12. The feeding system of claim 1, wherein said transmis-
sion line is formed by a plurality of transmission line sections
that couple to a plurality of said feeding coupling elements to
feed a plurality of said antenna elements.

13. The feeding system of claim 1, wherein said feeding
coupling element is electromagnetically coupled to said
antenna element.

14. The feeding system of claim 1, wherein said feeding
coupling element is part of a touchscreen.

15. The feeding system of claim 1, wherein said resistive
layer has a sheet resistivity of between 5 and 100 Ohms per
square.

16. A method for designing an adaptive feeding topology to
feed an antenna element, comprising:

a. providing a feeding system, further comprising:

an antenna element;

a feeding coupling element attached to said antenna

element; and

a transmission line coupled to said feeding element;
wherein said feeding coupling element has a topology defin-
ing a first peripheral boundary enclosing an area of said
feeding coupling element, wherein said antenna element
comprises a resistive layer comprising a metal compound
such that said resistive layer is partly electrically conductive,
wherein said antenna element has a topology defining a sec-
ond peripheral boundary enclosing an area of said resistive
layer, wherein said topology of said feeding coupling element
has at least one edge having a smooth configuration and a
shape according to an elliptical function, and wherein said
topology of said feeding coupling element is adapted to said
topology of said antenna element to reduce a plurality of
losses caused by a current density flowing within said area of
said resistive layer, by a sufficient extent so as to enable said
antenna element to radiate an electromagnetic signal with a
radiation efficiency of between approximately 10% and 90%;
and wherein said topology of said feeding coupling element is
configured such that an input impedance at said feeding cou-
pling element substantially matches an input impedance of
said transmission line coupled to said feeding coupling ele-
ment;

b. determining an initial topology design of said antenna
feeding coupling element, wherein the area of said initial
topology of said antenna feeding coupling element, in
which a radiofrequency of interest flows, is smaller than
said area of said resistive layer, and wherein said feeding
coupling element enables an excitation of a radiofre-
quency current, while preventing the convergence of
said radiofrequency current to create one or more
regions of localized high current concentration on said
resistive layer;

c. designing an alternative topology of said feeding cou-
pling element to enable the excitation of a radiofre-
quency current that increases a uniform distribution of
said current density flowing within said area of said
resistive layer; and

d. selecting a most suitable design of said topology of said
feeding coupling element to transition from said topol-
ogy of said antenna element to said transmission line.
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17. The method of claim 16, wherein said step of designing
an alternative topology further comprises the step of reducing
an existing electromagnetic coupling between said feeding
system and a different material.

18. The method of claim 16, further comprising the steps of
designing a plurality of alternative designs of said topology of
said feeding system, and selecting a most suitable design of
said topology of said feeding system from said plurality of

alternative designs for an application, according to a prede-
termined criteria.
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